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Communication Settings

IMenu = Settings > Communication|

You have the possibility to operate MB2 controller by following communication method.
r§_'w': Communication Setting @1

Please set up communication port

Comrmunication

& USB
 RE232C/Blustooth ComPart | |
" LAM Diefault ﬂ
 Offline

Connect ?

USB communication Need installation the USB driver, please refer to section 1, how to install driver. If
USB is unable to communicate, the USB circle button is off light.

RS232C / Bluetooth RS232C communication
communication Communicate by a straight cable (D-SUB 9 pins), please select a Com Port.

Bluetooth wireless communication
Enable to wireless communicate with installed Bluetooth PC or using Bluetooth
adapter inserted into PC. Please refer to section 2, how to setup Bluetooth.

LAN communication Use a cross cable if you direct communicate between MB2 controller and PC.
Use a straight cable if you communicate through the HUB network. Please refer
to section 3, how to setup LAN communication.

Important : If a warning message appears during installation, click “Permission to
Change (Yes)” and proceed with the installation.

Note : The bellow screenshots are based on Windows 7. The screens must be different by using
other windows OS.

1. Install USB driver

(1) Connect a USB cable between MB2 controller and PC, and turn to power ON the MB2 controller. Start
plug-and-play automatically and the bellow messages should be appeared.

*if you don’t get these messages, skip to section (2).

‘I8 Installing device driver software ™ *
————— Click here for status.
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% Device driver software was not successfully installed * *
Click here for details.
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View basic information about your computet

Windowt edton

Windows 7 Home Premium

Copynght € 2009 Microsoft Corporation. Al nights reserved.
% Advanced system settings Gt maee destures with a pes edition of Window T

(3) Find “Unknown device” and right click, find “Update Driver Software...”
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(4) Select “Browse my computer for driver software”

et m‘%-—}.‘}

How do you want to search for driver software?

# Search automatically for updated driver software
Windows wikl search your computer and the Intermet for the latest diiver software
for your dewice, wness you ve disabled this festure i your device installation
settings.

Browse my computer for driver sofiware
Locate and inrtall deiver scftware manually
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(5) By clicking button, select “MB2_USB” folder under “sketchbook_Setup_EN” - “Files” in the

packed CD.
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Browse for driver software on your computer

Sewch for driver scftware in tha location:

¥ Include subfoldess

# Let me pick from a list of device drivers on my computer
This Bt will show nstalied drovmr software compatible with tha device and all deiver
Solbware in the same category oy the device.

° 4 Update Drves Scftware - Unknown Device
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Select the folder that contans drvers for your hardware.
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(6) Click button.

Browse for driver software on your computer

Search for driver software in ths location;

# Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same cotegory as the device,
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(7) If the warning message appears, select “Install this driver software anyway”.

@) Windows can’t verify the publisher of this driver software

 Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
for your device.

Install this driver software anyway

Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

() See details

(8) Start installing. When the installation is complete, check the following box and click button.

Windows has successfully updated your driver software

Windows has finsshed installing the dover softwire for this device:

USB Serial Ports Driver

(9) Check the device manager again whether the installation is successful.
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2. Bluetooth setup

Important : Bluetooth connection is required a PC with Bluetooth function. Please
confirm if your PC has Bluetooth function before setup.

Important : The following setting method may be different from depend on PC or
Bluetooth adapter. If it is different, please refer to your Bluetooth settings of the PC.

(1) Turn On the power of the MB2 controller first.
(2) Check the Bluetooth icon on the task bar.
If you do not find it, make a sure whether Bluetooth function is installed in the PC.
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(4) Available Bluetooth devices show up and select the MB2 Bluetooth device (RN42-XXXX).

Click button.

Sedect a device 10 add 10 this computer

Windows adl contnue to Jock for new devices and disglay them hare.
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Select “RN42-XXXX” device for MB2 controller.




(5) Select “Enter the device’s pairing code”

Sedect a pairing option

# Create a pairing code for me ol
The devace has a keyped

# Enter the device's pairing code BB
The device comes with & paifing cede.
Check for ane on the device o o the devwes manual

* Pair without using a code
This type &f device, such 25 2 MOwse. J0Ls Mat eguie &
secure connecten,

Hhoras can | el i e devics has 3 prinng code

(6) Enter the pairing code “1234” for the device

Enter the pairing code for the device
Thin will vanfy that you ate cannecting to the comect devica.

The code b wither disglaywd on « o= in the nfoemation thet
Come with the device
RN42.3ECE

Enter the pairing code “1234”.
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(8) For checking the com port, by right clicking on the Bluetooth device (RN42-XXXX) and go to “Properties”.

e e
/= « Devices and Printers » Bluetooth Devices v Seorch Devices and Printers pel

Add a device Add a printer Remove device

4 Devices (1)

<
° i
Create shortcut

Troubleshoot

Remove device

Properties
il

(9) Select “Hardware” tab and check the Com Port.

 ANAZ-3ECA Properties [

1

*COM # is probably different depend on PC.

Device Function Summary
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(10) Select “RS232C/Bluetooth” communication and the Com Port by pull-down menu which was setup.

Click button.

P -
{5 Communication Setting

Please set up communication port

~Communication
C UsB

[ Rs2826/Bluetonth | [ Gom Port W -]
" LAN [Default |
¢ Offline
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3. LAN setup

Default IP setting of MB2 is as follows.

ID Default

IP Address 192.168.1.120
Subnet Mask 255.255.255.0
Default Gateway 192.168.1.1
Port No. 55000

(1) Peer to Peer connection
*Need a cross cable depend on the PC

Please change as follows the TCP/IPv4 in the Local Area Connection of the PC. If you want to connect back
to other networks, you may need to revert to original settings. Check with your network administrator for

more information.

@ » Control Panel » Network and Internet » Network Connections

Organize v Disable this network device Diagnose this connection Re

= | Bluetooth Network Connection 3
g Not connected
b4 9 Bluetooth Device (Personal Area ..,

- Local Area Connection
* _ Network cable unplugged
x 5;9' Broadcom NetlLink (TM) Gigabit E...
s | Wireless Network Connection
Em hanawa

Atheros AR5B93 Wireless Network...

Eg Wireless Network Connection 2
b4 .d!fﬂ Ir‘\jicl-:trzzrte\fc‘itret:al WiFi Miniport A...
f @ Local Area Conn_e;_t_iqn_ Properties- u Internet Protocol Version 4 (TCP/IPv4) Properties M‘
(f.oTneQ u#ng: - You can get IP settings assigned automatically if your network supports
[ ‘,E’ Broadcom NetLink (TM) Gigabt Ethemet | 2:_5 ﬂc'naep:gg:'tgpr %tge;;v:eet,ﬁgt;.need to ask your network administrator

Corfigre... ~) Obtain an IP address automatically

This connection uses the following items:

|

[l @ Use the following IP address::
2% Client for Microsoft Networks I e =\
] QQOS Packet Scheduler | IP address: 192.168. 1 . 1
gﬁle and Printer Sharing for Microsoft Networks i Subnet mask: 255 . 255 .255. O
& Intemet Protocol Version 6 (TCP/IPv6) i — =
% |ritemet Protocol Version 4 (TCP/IPv4) | Default gateway: 192.188. 1 . 1
4. Link-Layer Topology Discovery Mapper /O Driver \_ J
-4 Link-Layer Topology Discovery Responder Obtain DNS server address automatically

@) Use the following DNS server addresses:

\
. l = o =)
Uninstall Preferred DNS server: 192,168, 1 , 1

Description ) Alternate DNS server:
Transmission Control Protocol/Intemet Protocol. The default Il
wide area network protocol that provides communication

u across diverse interconnected networks. [7] validate settings upon exit
! vanced...

i
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Connect the RJ45 Ethernet (LAN) cable between PC and MB2 after setup the TCP/IPv4.

And go to “Menu” - “Settings” > “Communication” and choose “Default” by pull-down menu. Click “LAN”
circle button and click button to connect.

r = z ™y
{5 Communication Setting @

Please set up communication port

- Communication

 usBe

 RS232C/Bluetooth ComPort | |
* LAN Default -:J
" Offline

= ] o

(2) Network connection
Enable to setup any IP address to MB2 controller and connect to the other networks.
Go to “Menu” > “Advanced Settings” > “PLC / IP settings” - “IP Address”

{5 PLC/IP Settings x|
Baud rate 5200 IP Setting
Delimiter Mone - IP Address
Sum Check MNarmal -
Echo Back dizable -

Data Length : 8Bit
Stop Bit 1 Bit
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Check with your network administrator in regards with the IP Adress. For more information on how to set up,
refer to the “4-4 Ethernet IP Settings” in the operation manual.



